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PROJECT DESCRIPTION

GENERAL

This preoject involves g lane use verification sign gt the intersection of MD 177
and Lake Shore Koad in Anne Arundel County. There is an existing Traffic

Contrel Signal with interconnect at this intersection. MD 177 is assumed fo

run in g east-west direction.

INTERSECTION OPERATION

1. There shall be no change to the existing NEMA phasing at this intersection,
A Fiber optic lane use sign shall be installed over the right lane for
westbound MO 177 at the traffic signal. The Tiber optic sign shall be used to
verify that the right lane is used for left turn and thru traffic during the inbound
operdation (+two lones eastboung).

2. A full-traffic—actuated, gight-phase controller with ail necessary equipment
housed in d NEMA size "6" base-mounted cabinet sha!! remain in use
at this intersection.

SPECIAL NOTES

1. The Contractor shall be resgpongible for ferminating all signal cables
to the appropriate terminals and shall properly label each cable.

2. Al'l controller cabinet wiring will be performed by the S.H.A. Signal Shop
Contact Mr. Ed Rodenhizer at (410} 787-7650 seventy—two hours in
advance of intended work.

3. All underground and overnhead utilities shown on these plans are schematic only
and may not be complete. The Contractor shall be responsible for notifying Miss Utility
prior to consfruction so that all utilities may be located in the field., I+ the Contractor
petrceives that g conflict between the utilities and the traffic signal will occur. the
Contractor shall notify the Project Engineer immediately so that the conflict may be rescolved.
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EQUIPMENT LIST

EQUIPMENT TO BE SUPPLIED BY S.H.A.

DESCRIPTION QUANTITY

THERE IS NO EQUIPMENT TO BE SUPPLIED BY THE SHA.

EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

DESCRIPTION QUANTITY

Maintenance of traffic per 1T EA
assignment.

Furnish and install 4" schedule 85 L.F.
80 riqid polyviny!l chloride
conduit — slotted.

Furnish and install electrical 215 L.F.
cable - 5 conductor (No. 14

AWG ),

Furnish and install fiber optic T EA
sign.

R3-6 “LEFT TURN AND

THRU” sign. (30" x 36"}
mast arm mounted.

EQUIPMENT TO BE REMOVED AND RETURNED TO SHA

DESCRIPTION QUANTITY

There are no signal materials to be removed at this intersection.

The contact persons for District #5 are as fol lows:

Mr. Lowrence EIlliott
Assistant District Engineer — Traffic
Phone: (410) 841-1003

M. George Charles
Assistant District Engineer — Maintenance
Phone: (410) 841-1002

Mr. John Mays
Assistant District Engineer — Utility
Phone: (410) 841-1005

M. Richard L. Dagff, Sr.

Chief, Traffic Operagtions Division
Phone: (410) 787-7630
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ELECTRICAL SERVICE

FIBER OPTIC PHASE CHART
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STREET TRAFFIC STUDIES, LTD.

400 Crain Hwy NW.
Glent Burnie, MD 21061

Ph (440} 590-5500
Fax (#0) 590-6637
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TRAFFIC ENGINEERING DESIGN DIVISION

MD

MARYLAND DOT

|77 @ LAKE SHORE ROAD

- STATE HIGHWAY ADMINISTRATION
Office of Traffic & Safety
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